Inlet Floor Cone
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Specification

Pump manufacturer to provide Inlet Floor Cone for each pump with
suction of 16 inch [400 mm] and larger.
a. Supplier provides certified drawing including dimensions, weight,
welding requirements, material designations, material
thicknesses and flange details for review with pump submittal.

Provide Inlet Floor Cone design approved by a Nationally recognized
Hydraulics Testing Laboratory.
a. For pump sizes larger than 16 inch (400 mm) provide a design based on physical hydraulic modeling
by a Nationally Recognized Hydraulics Laboratory

Design Criteria:
a. Diameter:

b. Height:
c. Triangles:
d. Straightening vanes:
e. Baseplate diameter (round or octagonal):
f.  Anchor Bolt Size & location:
i. Location: 4 holes — 1 inch from edge
ii. Holes: 9/16” diameter to accommodate %” inch Anchor
Materials:

a. 316L Stainless steel Baseplate, Vanes, & Triangles minimum %" thick.

Welding:
a. Continuously weld all pieces, 1/8” weld bead.

Passivation Finish:
a. Bead Blast to ensure uniform surface finish.
b. Wash using Dawn dishwashing soap.
c. Passivate all surfaces with mild 10% citric acid/water solution wipe.

Manufacturers:
a. Flow Optimizers, LLC.
b. Engineer Approved Equal



